Coax & Triax
Cconnectors




.ODU, ODU-MINI-SNAP coax-/Triax Connectors

50 Ohm-Coax Connector (Overall Size same as Series B, Size 00)
Size 00

Part Number
1 2 3 456 7 8 9 1011121314 151617 18 19

s[a]c[s]ofc|=[F|k[1|m[F]H[o]=] . |.] ].]

Technical Data

e Contact @: 0.7 mm
e Termination &: 1.1 mm (Pin)
e Max. Cable Outer &: 3.0 mm
Plug Style 1 (|P 50) e Inner Conductor: Solder Termination
e OQuter Conductor: Clamped Connection
e Max. Frequency at VSWR 1.25: approx. 1.8 GHz
e Insulating Resistance: >102Q

Part Number
123 456 7 8 91011121314 151617 18 19

wizjc[s]ofc|=[F[K[1M[F]H[o]=] .|.].].]

Technical Data

e Contact @: 0.7 mm
e Termination &: 1.1 mm (Pin)
. e Max. Cable Outer @: 3.0 mm
Right-Angle Plug Style 1 (IP 50) e Inner Conductor: Solder Termination
e OQOuter Conductor: Clamped Connection
e Max. Frequency at VSWR 1.25: approx. 1.8 GHz
e Insulating Resistance: >102Q

Part Number
123456 7 8 91011121314 151617 1819

[K[1]c[s]ofc|=[F]k[1]c]F]H[o]=] . |.] ].]

Technical Data

e Contact @: 0.7 mm (Socket)
e Termination @: 1.1 mm
e Max. Cable Outer @: 3.0 mm
In-line Receptacle Style 1 (IP 50) e Inner Conductor: Solder Termination
e Outer Conductor: Clamped Connection
e Max. Frequency at VSWR 1.25: approx. 1.8 GHz
e |nsulating Resistance: >102Q

(Insulation Body Material: see page 187)
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Coax-/Triax Connectors ODU-MINI-SNAP .ODU:

50 Ohm-Coax Connector (Overall Size same as Series B, Size 0)
Size 00
Part Number

123 456 7 8 91011121314151617 1819
G[1]c[s]ofc|=[F|K[1]L]F]H[o]=] . ].].].]

Technical Data

e Termination @: 1.1 mm (socket)
e Max. Frequency at VSWR 1.25:  ca.1,8GHz
Receptacle Style 1 (IP 50) e Insulating Resistance: >102Q

Part Number
1 23 456 7 8 9 10111213 14151617 18 19
; lc[s[c[s|ofc|=[F[K[1[L]F[H[O]=[.].].].]

Technical Data

e Termination @: 1,1 mm (socket)
e Max. Frequency at VSWR 1.25:  ca. 1,8GHz
Receptacle Style 5 (IP 50) e Insulating Resistance: > 10%2Q

(Insulation Body Material: see page 187)
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.ODU, ODU-MINI-SNAP coax-/Triax Connectors

50 Ohm-Coax Connector (Overall Size same as Series B, Size 0)
Size 0

Part Number for Plug Style 1
123456 7 8 91011121314151617 1819

e s[1]o]s]ofc|=[F|k[1]m[s]c[o]=] .|.] ].]

Part Number for Plug Style 3
123456 7 8 91011121314 151617 18 19

s[3lo[so]c[=|F[k[1m[s]c[o]=] .| |.] ]

Plug Style 1 (IP 50) Technical Data
Plug Style 3 (IP68)

e Contact @: 0.9 mm

e Termination @: 1.1 mm (Pin)

e Max. Cable Outer @: 5.0 mm

e Inner Conductor: Solder Termination

e Outer Conductor: Clamped Connection
e Max. Frequency at VSWR 1.25:  approx. 1.0 GHz

e Insulating Resistance: >10:2Q

Part Number
1 2 3 456 7 8 9 1011121314 151617 18 19

|Alajo[s]ofc|=[F|T[1]m]3]G[0]=[0]0]0]o0]

Technical Data

e Termination @: 1,1 mm (socket)
e Max. Frequency at VSWR 1.25:  ca.1,0 GHz
Panel-Mounted Plug e Insulating Resistance: >102Q

Style A (IP 50)

Part Number
1 2 3 456 7 8 91011121314 151617 18 19

e (G]1]o]s]ofc[=[F[k[1[L[I][G[0o[=[0[0[0]0]
' Technical Data

e Termination @: 1,1 mm (socket)
e Max. Frequency at VSWR 1.25:  ca.1,0 GHz
Receptacle Style 1 (IP 50) e Insulating Resistance: >10"2Q

(Insulation Body Material: see page 187)
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Coax-/Triax Connectors ODU-MINI-SNAP .ODU,E

50 Ohm-Coax Connector (Overall Size same as Series B, Size 0)
Size 0

Part Number
123456 7 8 91011121314151617 1819
[c[4]o]s]o[c|=|F|k[1[L[I]G]o[=[o]o]0]O]

Technical Data

e Termination &: 1,1 mm (socket)
e Max. Frequency at VSWR 1.25:  ca. 1,0 GHz
ReceptaCIe Style 4 (IP68) e Insulating Resistance: >102Q

Part Number
123 456 7 8 91011121314151617 1819
[6[8]o]sfoc|=[F|K[1[L[I]G]o[=[o]o]0]O]

Technical Data

e Termination @: 1,1 mm (socket)
e Max. Frequency at VSWR 1.25:  ca. 1,0 GHz
e Insulating Resistance: >102Q
Receptacle Style 8 (IP68) 9

(Insulation Body Material: see page 187)
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N
ODU, ODU-MINI-SNAP coax-/Triax Connectors

75 Ohm-Coax Connector (Overall Size same as Series B, Size 1)
Size 1

Part Number
1 2 3 456 7 8 9 1011121314 151617 18 19

s[1]a]slojc|=|F[k[1|m[s|m[o]=] .| .|.] ]

Technical Data

e Contact @: 1.3 mm
e Termination &: 1.1 mm (Pin)
e Max. Cable Outer @: 7.0 mm
Plug Style 1 (IP 50) e Inner Conductor: Solder Termination
e Outer Conductor: Clamped Connection
e Max. Frequency at VSWR 1.25: approx. 1.3 GHz
e |nsulating Resistance: >102Q

Part Number
1 2 3 456 7 8 9 1011121314 1516 17 18 19

[s[2]a]s|ojc|=|F[k[2]m[P|H]o]=] .| .| .| ]

Technical Data

e Contact @: 1.3 mm
e Termination &: 1.1 mm (Pin)
e Max. Cable Outer @: 7.0 mm
Plug Style 2 (IP 50) e Inner Conductor: Solder Termination
. . e OQOuter Conductor: Clamped Connection
zlasc?ka:lﬂlﬁltim:hcgﬁgiae?d elief e Max. Frequency at VSWR 1.25: approx. 1.3 GHz
) e |nsulating Resistance: >102Q

Part Number
1 23 456 7 8 9 1011121314 151617 18 19

6[1]a]s|ofc[=|F[k[2]t]P|cfo]=] .| .|.] ]

Technical Data

e Termination @: 0.85 mm (Socket)
e Max. Frequency at VSWR 1.25: approx. 1.3 GHz
Receptacle Style 1 (IP 50) e Insulating Resistance: >102Q

Part Number
123 456 7 8 91011121314 151617 1819

G[1]1]s]ofc|=[F]K[1]c]s|Nfol=] .|.] ].]

Technical Data

e Termination &: 0.85 mm (Socket)
e Max. Frequency at VSWR 1.25: approx. 1 GHz
Receptacle Style 1 (IP 50) e |Insulating Resistance: >102Q

(Insulation Body Material: see page 187)
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Coax-/Triax Connectors ODU-MINI-SNAP .ODU,E

75 Ohm-Coax Connector
Size 1

Plug
Special Version
IP 68

Receptacle
Special Version
IP 68

50 Ohm-Triax Connector

Plug Style 1 (IP 50)

Receptacle Style 1 (IP 50)

(Insulation Body Material: see page 187)

(Overall Size same as Series B, Size 1)

Part Number
1 23 456 7 8 9 10111213 14151617 18 19

[s[x[a]slo[c[=]F[k]2m[P[H[o]=] .| |.] ]

Technical Data

e Contact @: 1.3 mm

e Termination &: 1.1 mm (Pin)

e Max. Cable Outer &: 7.0 mm

e Inner Conductor: Solder Termination

e Outer Conductor: Clamped Connection
e Max. Frequency at VSWR 1.25: approx. 1.3 GHz

e |Insulating Resistance: >102Q

Part Number
123456 7 8 91011121314 151617 1819

G[x[1]s]o[c|=[F|k[2]t]P]H[o]=] . |.] ].]

Technical Data

e Contact @: 1.3 mm

e Termination @: 0.85 mm (Socket)

e Max. Cable Outer @: 7.0 mm

e Inner Conductor: Solder Termination
e Outer Conductor: Clamped Connection
e Max. Frequency at VSWR 1.25: approx. 1.3 GHz

e Insulating Resistance: >102Q

(Overall Size same as Series B, Size 1)

Part Number
1 23 456 7 8 91011121314 151617 18 19

s[a]afslofc[=|F[T]am[3[Hfo]=] .| .|.] ]

Technical Data

e Contact @: 0.9 mm

e Termination &: 1.0 mm (Pin)

e Max. Cable Outer @: 6.5 mm

e Inner Conductor: Solder Termination

e Inner Shield: Solder Termination

e Outer Shield: Clamped Connection
e Max. Frequency at VSWR 1.25: approx. 1GHz

e |Insulating Resistance: >102Q

Part Number
123 456 7 8 91011121314151617 1819

(G[1]1]s]ofc|=[F[T[1]c]slc[o]=] . |.].].]

Technical Data

e Termination @:
e Max. Frequency at VSWR 1.25:
e Insulating Resistance:

0.85 mm (Socket)
approx. 1GHz
>102Q
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P -
ODU, ODU-MINI-SNAP coax-/Triax Connectors

Part Number
1 2 3 456 7 8 9 1011121314 1516 17 18 19

s[a]a]slojc|=|F[T[1|m[3]H]o]=] .| .| .| ]

Technical Data

e Contact @: 0.9 mm
e Termination &: 1.0 mm (Pin)
e Max. Cable Outer @: 6.5 mm
Plug Style 1 e Inner Conductor: Solder Termination
e Inner Shield: Solder Termination
e OQuter Shield: Clamped Connection
e Max. Frequency at VSWR 1.25: approx. 1GHz
e Insulating Resistance: >102Q

Part Number
1 23 456 7 8 910111213 14151617 18 19

6[1]a]slofc[=|F[T]a]t]slcfo]=] .| .|.] ]

Technical Data

e Termination @: 0.85 mm (Socket)
e Max. Frequency at VSWR 1.25: approx. 1GHz
Receptacle Style 1 e Insulating Resistance: >107Q

(Insulation Body Material: see page 187)
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